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Since MORE
1953

Made in ltaly Mission

RBM SpA, a historic company in the production of plumbing and heating We design and create customised and efficient solutions for climate Wellbeing.
components and systems, was founded seventy years ago in Lumezzane '

(province of Brescia), an area with a centuries-old tradition of metallurgy WE IMPROVE PEOPLE'S LIVES
and fine mechanics. Over time, it has grown to become a leader in its field.

Promise
Q Ual |ty Thanks to the range of invisible and silent systems, MORE ensures maximum living comfort.
Today, thanks to the skills acquired over the generations, RBM can afford WELLBEING
to reduce its reliance on outsourcing, thus guaranteeing its customers
maximum quality control.
Values

e People at the center
e Comfort and efficiency
e Technological innovation anticipating the needs of users, designers, and installers.

rBM MORE.
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Luxury Living

Objects and systems designed as an integral part of architecture,
designed to dialogue with space, through essential form and function.




6 MORE COLLECTION 7

About
MORE COLLECTION

MORE Collection was created to transform the home environment into a space

of balance and daily comfort.

Systems and products designed to improve quality of life through an approach
that combines personal wellbeing, design expertise, and technological innovation.
Every detail is designed to offer an advanced living experience, where functionality,
wellbeing, and emotion coexist in perfect harmony.

MORE.

collection
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Wellbeing.

Design.

Efficiency.

Value.

The result of an approach that combines technology, comfort, and quality of living.
Authentic wellbeing systems from thermal and acoustic comfort, air quality,

and the sensation of living in balanced, pleasant, and harmonious environments.
It's the perfect combination of invisible technology and attention to people,
transforming the home into a truly comfortable space.

Not just form, but the ability to communicate with the environment.
MORE systems are designed to integrate naturally into spaces, enhancing the
architecture and lifestyle of those who inhabit them. Discreet and meticulous
in their details, they contribute to the visual order and efficiency of the space,
never overpowering but always harmonizing with their surroundings.

An approach that optimizes resource use, reducing waste, and improving
performance. Efficiency is not just about energy savings, but also about
intelligent management of spaces and systems, ensuring sustainable
and functional living. Technology and design are integrated into solutions
designed to last, generating value and wellbeing responsibly.

A value measured over time. A value that transcends technology and is reflected
in everyday life. MORE creates solutions that last over time and improve

the quality of living, generating wellbeing and efficiency. A concrete value,
which translates into comfort for people and the spaces they live in.



OOOOOOOOOOOOOO

Design products where
technology and aesthetic
research come together.

DECORATIVE /
ELECTRIC SYSTEMS

KAMI COLLECTION

DECORATIVE /
HYDRONIC SYSTEMS

VALV70

DECORATIVE /
ACCESSORIES

MONDRIAN COLLECTION
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KAMI COLLECTION
SADLER

The Kami Collection was born from the union of technology and material.
More than just a heated towel rack. Kami transforms heat into a surface,
reveals the material, and defines the atmosphere.

Marc Sadler interprets the heating element as a surface capable

of integrating into the space with discretion and character.

Textures and materials transform heat into a sensory experience,
where function and design coexist in harmony.

Kami becomes more than a simple heating element; it helps define its
atmosphere, rhythm, and perception.
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Design by Marc Sadler.

A French citizen born in Austria and an Italian by action, Marc Sadler has been
a pioneer in material experimentation and the fusion of different technologies,
which have become distinctive aspects of his work as an industrial designer.

A four-time winner of the Compasso d'Oro award, in addition to four Honorable
Mentions from the ADI (Industrial Design Association), he has received many
important international awards over the years.

KAMI COLLECTION
Click here to learn more



https://www.morecollection.eu/en/decorative/electric-systems/kami-collection
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KAMI W

ELECTRIC WALL-MOUNTED RADIATOR WITH BUILT-IN CONTROLS
AND SMART REMOTE MANAGEMENT

KAMIW
Code Dimensions (mm) Max heating power Color
KMW-S45140WH 450x1400x25 500w WHITE
KMW-S45140BL 450x1400x25 500w BLACK .

L
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KAMI W, WHITE KAMI W, BLACK

Towel and bathrobe hooks sold separately
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KAMI W LINEA

ELECTRIC WALL-MOUNTED RADIATOR WITH FLUTED TEXTURE, FEATURING
INTEGRATED CONTROLS AND SMART REMOTE MANAGEMENT

KAMI W LINEA
Code Dimensions (mm) Max heating power Color
KMW-LS45140WH 450x1400x25 500W WHITE
KMW-LS45140BL 450x1400x25 500W BLACK
KMW-LS45140BR 450x1400x25 500W BROWN

kh_ HL e

KAMI W LINEA, BLACK KAMI W LINEA, WHITE

Towel and bathrobe hooks sold separately

17

KAMI W LINEA, BROWN
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KAMI W PRISMA

ELECTRIC WALL-MOUNTED RADIATOR WITH PYRAMID TEXTURE, FEATURING
INTEGRATED CONTROLS AND SMART REMOTE MANAGEMENT

KAMI W PRISMA
Code Dimensions (mm) Max heating power Color
KMW-PS45140WH 450x1400x25 500W WHITE
KMW-PS45140BL 450x1400x25 500W BLACK
KMW-PS45140BR 450x1400x25 500W BROWN

]

KAMI W PRISMA, BLACK KAMI W PRISMA, BROWN

Towel and bathrobe hooks sold separately

.

KAMI W PRISMA, WHITE
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KAMI W
KAMI W LINEA
KAMI W PRISMA

TECHNICAL PARAMETERS
Description Electric wall-mounted radiator with built-in controls and SMART remote management
Heating technology Graphene nanotechnology
Heating technology IR radiant
Mounting Wall
Installation / Orientation Vertical
Hot surface material Aluminum
Frame material Aluminum
Power supply 230V AC
Degree of protection P44
Cable length 1,9 m
Plug Angled Schuko plug
Certifications CE

Control panel (right side) for local control:
e Heating ON-OFF

e Selection of 4 heat intensity levels

¢ Room temperature sensing

Remote control via app:
Control e Heating ON-OFF

e Calendar function

¢ Room temperature setting

Terminal block prepared for heating management
via separate room chronothermostat (not supplied)
or via higher-level Building automation systems




22 MORE COLLECTION 23
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KAMI COLLECTION /
GROOVI ACCESSORIES

ACCESSORIES FOR HANGING TOWELS AND BATHROBES WITH KNURLED FINISH

GROOVI
Code Barfinish Dimensions (mm) Bracket color Bar color
AKMW-GDST KNURLED 598x30x102 MATTE STEEL DIAMOND STEEL
AKMW-GBL KNURLED 598x30x102 BLACK BLACK
AKMW-GBR KNURLED 598x30x102 BROWN BROWN
AKMW-GWH KNURLED 598x30x102 WHITE WHITE
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KAMI COLLECTION /
WOODI ACCESSORIES

ACCESSORIES FOR HANGING TOWELS AND BATHROBES
WITH A NATURAL WOOD FINISH

WOOoDI
Code Bar material Barfinish Dimensions(mm) Bracketmaterial
AKMW-WMST NATURALWOOD NATURAL 598x30x102 METAL
AKMW-WBL NATURALWOOD NATURAL 598x30x102 METAL
AKMW-WWH  NATURALWOOD NATURAL 598x30x102 METAL

Bracket color

MATTESTEEL
BLACK

WHITE

25

DECORATIVE
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KAMI COLLECTION /
SMOOTI ACCESSORIES

ACCESSORIES FOR HANGING TOWELS AND BATHROBES
WITH SMOOTH FINISH

SMOOTI

Code

AKMV-SMST
AKMV-SBL
AKMV-SBR
AKMV-SWH

Finish
SMOOTH
SMOOTH
SMOOTH
SMOOTH

Dimensions (mm)

598x30x102
598x30x102
598x30x102
598x30x102

Bar and bracket color

MATTE STEEL
BLACK
BROWN
WHITE

27
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VALV70
Tl

The first range of designer thermostatic valves.

Designed by Piero Lissoni for radiators and decorative radiators, VALV70
represents an extraordinary marriage of form and function. Characterized

by an ergonomic, refined and understated design, these valves were conceived
to offer not only precise temperature control, but also intrinsic beauty.

Design by Piero Lissoni.

Piero Lissoni is an architect, designer and art director and is recognised

as one of the masters of contemporary design. For more than thirty years,
he has been developing international projects in architecture, interior, product
design and graphic design. Lissoni has received numerous awards, including
the Good Design Award, the Red Dot Award and the ADI Compasso d’Oro.

VALV70
Click here to learn more



https://www.morecollection.eu/en/decorative/hydronic-systems/valv70
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VALV70

THERMOSTATIC HEAD FOR THERMOSTATIC VALVES

TECHNICAL PARAMETERS

Equipped fortemperature limitation and tamper-proof locking

Storage temperature Max50°C

Antifreeze intervention (position *) 7°C

Calibrationrange (1 + 5) +10++30°C

Hysteresis 0,3°C

Max differential pressure (head mounted on valve) 1Bar

Liquid bulb Thermostatic Ethyl Acetate

With built-in sensor, liquid expansion

High energy efficiency.
ApprovedinClassl.

THERMOSTATIC HEAD
Code Color
40550000N0O MATTBLACK
" 40550000BN BURNISHED
40550000B0 MATTWHITE
40550000BL GLOSSY WHITE

40550000NS FROSTED STEEL
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VALV70

ANGLE THERMOSTATIC VALVE FOR IRON PIPE ANGLED LOCKSHIELD VALVE FOR IRON PIPE
TECHNICAL PARAMETERS TECHNICAL PARAMETERS
Body Brass Body Brass
Valve plug DOUBLE SEAL Seals Elastomer
Seals Elastomer Cap Impact-resistant ABS
Handwheel Impact-resistant ABS Connection Threaded square FUNI-EN-ISO 228 foriron pipe
Connection Threaded square FUNI-EN-ISO 228 for iron pipe Pipe connection Withthreaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive
Outlet connection With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive Operating temperature Max110°C
Operating temperature Max110°C Operating pressure Max10 bar
Operating pressure Max 10 bar

Compliantwith UNI-EN 215 standard.

THERMOSTATIC CORNER VALVE FOR IRON PIPE - G 3/8" ANGLE ADJUSTMENT LOCKSHIELD FOR IRON PIPE - G 3/8"

Code Measure Kv(m®h) Color Code Measure Kv(m®h) Color
39880300NO G3/8" 2,45 MATTBLACK . 39890300NO G3/8" 3,2 MATTBLACK
39880300BN G3/8" 2,45 BURNISHED . i 39890300BN G3/8" 3,2 BURNISHED
39880300BO G3/8" 2,45 MATTWHITE 39890300BO G3/8" 3,2 MATTWHITE
39880300BL G3/8" 2,45 GLOSSYWHITE 39890300BL G3/8" 3,2 GLOSSY WHITE
39880300NS G3/8" 2,45 FROSTED STEEL 39890300NS G3/8" 3,2 FROSTED STEEL

THERMOSTATIC CORNER VALVE FOR IRON PIPE - G 1/2" ANGLED REGULATOR FOR IRON PIPE - G 1/2"

Code Measure Kv (m¥h) Color Code Measure Kv(m®h) Color
39880400NO G1/2" 2,45 MATTBLACK . 39890400NO G1/2" 4 MATTBLACK
39880400BN G1/2" 2,45 BURNISHED . 39890400BN G1/2" 4 BURNISHED
39880400BO G1/2" 2,45 MATTWHITE 39890400BO G1/2" 4 MATTWHITE
39880400BL G1/2" 2,45 GLOSSYWHITE 39890400BL G1/2" 4 GLOSSY WHITE
39880400NS G1/2" 2,45 FROSTED STEEL 39890400NS G1/2" 4 FROSTED STEEL
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THERMOSTATIC ANGLE VALVE FOR COPPER OR MULTILAYER PIPE,
COMPLETE WITH FITTINGS

Body
Valve plug
Seals
Handwheel

Connection

Pipe connection

Operating temperature

Operating pressure

Compliantwith UNI-EN 215 standard.

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL
Elastomer

Impact-resistant ABS

RBM standard M threaded square fitting, for copper pipe fittings,

multilayer

With threaded RFS M UNI-EN-ISO 228 with PTFE pre-seal ogive

Max110°C

Max10 bar

ANGLE THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE - G 3/8"

Code Measure Kv(m3/h) Color
39900300NO G3/8" 2,45 MATTBLACK
39900300BN G3/8" 2,45 BURNISHED
39900300BO G3/8" 2,45 MATTWHITE
39900300BL G3/8" 2,45 GLOSSYWHITE
39900300NS G3/8" 2,45 FROSTED STEEL

System side standard RBM thread W 24.5x19F
ANGLE THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE - G 1/2"

Code Measure Kv (m¥h) Color
39900400NO G1/2" 2,45 MATTBLACK
39900400BN G1/2" 2,45 BURNISHED
39900400BO G1/2" 2,45 MATTWHITE
39900400BL G1/2" 2,45 GLOSSYWHITE
39900400NS G1/2" 2,45 FROSTED STEEL

System side standard RBM thread W 24.5x19F
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ANGLED LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE,
COMPLETE WITH FITTINGS

Body
Seals
Cap

Connection

Pipe connection
Operating temperature

Operating pressure

TECHNICAL PARAMETERS

Brass
Elastomer

Impact-resistant ABS

RBM standard M threaded square fitting, for copper pipe fittings,

multilayer

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max 10 bar

ANGLED REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 3/8"

Code Measure Kv(m*h) Color
39910300NO G3/8" 3,2 MATTBLACK
39910300BN G3/8" 3,2 BURNISHED
39910300BO G3/8" 3,2 MATTWHITE
39910300BL G3/8" 3,2 GLOSSYWHITE
39910300NS G3/8" 3,2 FROSTED STEEL

System side standard RBM thread W 24.5x19F
ANGLED REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 1/2"

Code Measure Kv(m®h) Color
39910400NO G1/2" 2,45 MATTBLACK
39910400BN G1/2" 2,45 BURNISHED
39910400BO G1/2" 2,45 MATTWHITE
39910400BL G1/2" 2,45 GLOSSY WHITE
39910400NS G1/2" 2,45 FROSTED STEEL

System side standard RBM thread W 24.5x19F
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VALV70

STRAIGHT VALVE WITH THERMOSTATIC OPTION FOR IRON PIPE

TECHNICAL PARAMETERS
Body Brass
Valve plug DOUBLE SEAL
Seals Elastomer
Handwheel Impact-resistant ABS
Connection Threaded square FUNI-EN-ISO 228 foriron pipe

Pipe connection
Operating temperature Max110°C
Operating pressure Max10 bar

Compliantwith UNI-EN 215 standard.

STRAIGHT THERMOSTATIC VALVE FOR IRON PIPE - G 3/8"

Code Measure Kv(m3/h)
39920300NO G3/8" 1,6
39920300BN G3/8" 1,6
39920300BO G3/8" 1,6
N 39920300BL G3/8" 1,6
1 39920300NS G3/8" 1,6

STRAIGHT THERMOSTATIC VALVE FOR IRON PIPE - G 1/2"

Code Measure Kv(m®/h)
39920400NO G1/2" 1,6
39920400BN G1/2" 1,6
39920400BO G1/2" 1,6
39920400BL G1/2" 1,6

39920400NS G1/2" 1,6

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE
FROSTED STEEL

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE
FROSTED STEEL

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

37

STRAIGHT LOCKSHIELD VALVE FOR IRON PIPE

Body

Seals

Cap

Connection

Pipe connection
Operating temperature

Operating pressure

Code

39930300NO
39930300BN
39930300BO
39930300BL
39930300NS

Code

39930400NO
39930400BN
39930400BO
39930400BL
39930400NS

DECORATIVE

TECHNICAL PARAMETERS

Brass

Elastomer

Impact-resistant ABS

Threaded square FUNI-EN-ISO 228 foriron pipe

NI-EN-ISO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

Measure

G3/8"
G3/8"
G3/8"
G3/8"
G3/8"

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

ANGLED REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 3/8"

Kv(m®h)
1,4
1,4
1,4
1,4

1,4

ANGLED REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 1/2"

Kv(m®h)
1,8
1,8
1,8
1,8
1,8

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE
FROSTED STEEL

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL
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VALV70

STRAIGHT THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE,
COMPLETE WITH FITTINGS

TECHNICAL PARAMETERS
Body Brass
Valve plug DOUBLE SEAL
Seals Elastomer
Handwheel Impact-resistant ABS
Connection rsﬁll\{lilzt;enrdard M threaded square fitting, for copper pipe fittings,
Pipe connection With threaded RFS M UNI-EN-ISO 228 with PTFE pre-seal ogive
Operating temperature Max110°C
Operating pressure Max10 bar

Compliantwith UNI-EN 215 standard.

STRAIGHT THERMOSTATIC VALVE FOR IRON PIPE - G 3/8"

Code Measure Kv(m?®h) Color
39940300NO G3/8" 1,6 MATTBLACK .
39940300BN G3/8" 1,6 BURNISHED .
= 39940300BO G3/8" 1,6 MATTWHITE
l " 39940300BL G3/8" 1,6 GLOSSYWHITE
1 I 39940300NS G3/8" 1,6 FROSTED STEEL

System side standard RBM thread W 24.5x19F

STRAIGHT THERMOSTATIC VALVE FOR IRON PIPE - G 1/2"

Code Measure Kv(m®/h) Color
39940400NO G1/2" 1,6 MATTBLACK .
39940400BN G1/2" 1,6 BURNISHED -
39940400BO G1/2" 1,6 MATTWHITE
39940400BL G1/2" 1,6 GLOSSYWHITE
39940400NS G1/2" 1,6 FROSTED STEEL

System side standard RBM thread W 24.5x19F
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STRAIGHT LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE,
COMPLETE WITH FITTINGS

Body
Seals
Cap

Connection

Pipe connection
Operating temperature

Operating pressure

TECHNICAL PARAMETERS

Code

39950300NO
39950300BN
39950300BO
39950300BL
39950300NS

Code

39950400NO
39950400BN
39950400B0
39950400BL
39950400NS

Brass
Elastomer
Impact-resistant ABS

RBM standard M threaded square fitting, for copper pipe fittings,
multilayer

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive
Max110°C
Max 10 bar

STRAIGHT REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 3/8"

Measure Kv(m®h) Color
G3/8" 1,4 MATTBLACK .
G3/8" 1,4 BURNISHED -
G3/8" 1,4 MATTWHITE
G3/8" 1,4 GLOSSY WHITE
G3/8" 1,4 FROSTED STEEL

System side standard RBM thread W 24.5x19F

STRAIGHT REGULATOR VALVE FOR COPPER OR MULTILAYER PIPE - G 1/2"

Measure Kv(m®h) Color
G1/2" 1,8 MATTBLACK -
G1/2" 1,8 BURNISHED .
G1/2" 1,8 MATTWHITE
G1/2" 1,8 GLOSSY WHITE
G1/2" 1,8 FROSTED STEEL

System side standard RBM thread W 24.5x19F
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VALV70

CORNER THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE,
WITH ORTHOGONAL CONTROL - LEFT SIDE, COMPLETE WITH FITTINGS

TECHNICAL PARAMETERS
Body Brass
Valve plug DOUBLE SEAL
Seals Elastomer

Handwheel Impact-resistant ABS
Pipe connection
Operating temperature Max110°C

Operating pressure Max10 bar

CORNER THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE
- LEFT SIDE - G 3/8"

Code Measure Kv(m3/h) Color
40700300NO G3/8" 1,55 MATTBLACK
40700300BN G3/8" 1,55 BURNISHED

= 40700300BO G3/8" 1,55 MATTWHITE
r g ’ 40700300BL G3/8" 1,55 GLOSSYWHITE
iy \.

40700300NS G3/8" 1,55 FROSTED STEEL
System sside standard RBM thread W 24.5x19F
RO
["'h

E -""I CORNER THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE

r : - LEFT SIDE-G1/2"

Code Measure Kv(m3/h) Color
40700400NO G1/2" 1,6 MATTBLACK
40700400BN G1/2" 1,6 BURNISHED
40700400BO G1/2" 1,6 MATTWHITE
40700400BL G1/2" 1,6 GLOSSYWHITE
40700400NS G1/2" 1,6 FROSTED STEEL

System sside standard RBM thread W 24.5x19F

Withthreaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive
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CORNER THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE,
WITH ORTHOGONAL CONTROL - RIGHT SIDE, COMPLETE WITH FITTINGS

Body

Valve plug

Seals

Handwheel

Pipe connection
Operating temperature

Operating pressure

CORNER THERMOSTATIC VALVE FOR COPPER OR MULTILAYER PIPE

- RIGHT SIDE - G 3/8"

Code

40710300NO
40710300BN
40710300BO
40710300BL
40710300NS

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL
Elastomer

Impact-resistant ABS

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

Measure

G3/8"
G3/8"
G3/8"
G3/8"
G3/8"

System side standard RBM thread W 24.5x19F

Kv(m¥/h)

1,55
1,55
1,55
1,55
1,55

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE
FROSTED STEEL

STRAIGHT REGULATION LOCKSHIELD FOR COPPER OR MULTILAYER PIPE

- RIGHT SIDE - G 1/2"

Code

40710400NO
40710400BN
40710400BO
40710400BL
40710400NS

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

System side standard RBM thread W 24.5x19F

Kv(m¥/h)

1,6
1,6
1,6
1,6
1,6

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL



42

VALV70

MORE COLLECTION

CORNER LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- LEFT SIDE, COMPLETE WITH FITTINGS

Body

Seals

Cap

Pipe connection
Operating temperature

Operating pressure

»

TECHNICAL PARAMETERS

Brass

Elastomer

Impact-resistant ABS

With threaded RFS M UNI-EN-ISO 228 with PTFE pre-seal ogive
Max110°C

Max10 bar

ANGLE LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- LEFT SIDE - G 3/8"

Code Measure Kv(m3/h) Color
40720300NO G3/8" 1,55 MATTBLACK
40720300BN G3/8" 1,55 BURNISHED
40720300BO G3/8" 1,55 MATTWHITE
40720300BL G3/8" 1,55 GLOSSYWHITE
40720300NS G3/8" 1,55 FROSTED STEEL

System side standard RBM thread W 24.5x19F
ANGLE LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- LEFT SIDE- G 1/2"

Code Measure Kv(m®h) Color
40720400NO G1/2" 1,6 MATTBLACK
40720400BN G1/2" 1,6 BURNISHED
40720400BO G1/2" 1,6 MATTWHITE
40720400BL G1/2" 1,6 GLOSSY WHITE
40720400NS G1/2" 1,6 FROSTED STEEL

System sside standard RBM thread W 24.5x19F
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CORNER LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- RIGHT SIDE, COMPLETE WITH FITTINGS

Body

Seals

Cap

Pipe connection
Operating temperature

Operating pressure

TECHNICAL PARAMETERS

Brass

Elastomer

Impact-resistant ABS

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive
Max110°C

Max10 bar

ANGLE LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- RIGHT SIDE - G 3/8"

Code Measure Kv(m®h) Color
40730300NO G3/8" 1,55 MATTBLACK .
40730300BN G3/8" 1,55 BURNISHED .
40730300BO G3/8" 1,55 MATTWHITE
40730300BL G3/8" 1,55 GLOSSYWHITE
40730300NS G3/8" 1,55 FROSTED STEEL

System side standard RBM thread W 24.5x19F
ANGLE LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
- RIGHT SIDE- G 1/2"

Code Measure Kv(m®h) Color
40730400NO G1/2" 1,6 MATTBLACK .
40730400BN G1/2" 1,6 BURNISHED .
40730400BO G1/2" 1,6 MATTWHITE
40730400BL G1/2" 1,6 GLOSSY WHITE
40730400NS G1/2" 1,6 FROSTED STEEL

System side standard RBM thread W 24.5x19F
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VALV70

The VALV70 Kit by Piero Lissoni includes:

The copper kit includes:

o Pair of fittings
e Adapters for 012,014, 016coppertubing
¢ 016x2multilayer tubing

129

@
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VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND

DECORATIVE

ANGLE LOCKSHIELD FOR IRON PIPE + VALV70 THERMOSTATIC HEAD

Body

Valve plug

Seals

Handwheel
Thermostatic head
Connection

Pipe connection
Operating temperature

Operating pressure

Thekitconsists of:

¢ Thermostatic valve
¢ Liquid expansion thermostatic head
* Anglevalve

Kitcomponents supplied in separate packages.

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL

Elastomer

Impact-resistant ABS

VALV70 liquid expansion valve with built-in sensor

Threaded square FUNI-EN-ISO 228 foriron pipe

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

THERMOSTATIC VALVE AND ANGLE LOCKSHIELD FOR IRON PIPE - G 3/8"

Code

41460300NO
41460300BN
41460300BO
41460300BL
41460300NS

Measure

G3/8"
G3/8"
G3/8"
G3/8"
G3/8"

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

THERMOSTATIC VALVE AND ANGLE LOCKSHIELD FOR IRON PIPE - G 1/2"

Code

41460400NO
41460400BN
41460400BO
41460400BL
41460400NS

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL
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VALV70

MORE COLLECTION

VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND
STRAIGHT LOCKSHIELD FOR IRON PIPE + VALV70 THERMOSTATIC HEAD

Body

Valve plug

Seals

Handwheel
Thermostatic head
Connection

Pipe connection
Operating temperature

Operating pressure

The kit consists of:

*Thermostatic valve

¢ Liquid expansion thermostatic head

* Straight checkvalve

Kitcomponents supplied in separate packages.

TECHNICAL PARAMETERS

Brass

DOUBLE SEAL

Elastomer

Impact-resistant ABS

VALV70 liquid expansion valve with built-in sensor

Threaded square FUNI-EN-ISO 228 foriron pipe

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

THERMOSTATIC VALVE AND STRAIGHT LOCKSHIELD FOR IRON PIPE - G 3/8"

Code Measure Color
41470300NO G3/8" MATTBLACK
41470300BN G3/8" BURNISHED
41470300BO G3/8" MATTWHITE
41470300BL G3/8" GLOSSY WHITE

41470300NS G3/8" FROSTED STEEL

THERMOSTATIC VALVE AND STRAIGHT LOCKSHIELD FOR IRON PIPE - G 1/2"

Code Measure Color
41470400NO G1/2" MATTBLACK
41470400BN G1/2" BURNISHED
41470400BO G1/2" MATTWHITE
41470400BL G1/2" GLOSSY WHITE

41470400NS G1/2" FROSTED STEEL
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VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND ANGLE
LOCKSHIELD FOR COPPER OR MULTILAYER PIPE + VALV70 THERMOSTATIC HEAD

Body
Valve plug
Seals

Handwheel

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL
Elastomer

Impact-resistant ABS

Thermostatic head
Connection

Pipe connection
Operating temperature

Operating pressure

The kit consists of:

*Thermostatic valve

¢ Liquid expansionthermostatic head

* Anglevalve
¢ Pair of fittings

¢ Adapters for copper pipe diameter12mm,14 mm,16 mm

and multilayer pipe 16 mm

Kitcomponents supplied in separate packages.

VALV70 liquid expansion valve with built-in sensor

Threaded square FUNI-EN-ISO 228 foriron pipe

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

THERMOSTATIC VALVE AND ANGLE LOCKSHIELD FOR COPPER PIPE

OR MULTILAYER - G 3/8"

Code

41530300NO
41530300BN
41530300BO
41530300BL
41530300NS

Measure

G3/8"
G3/8"
G3/8"
G3/8"
G3/8"

System side standard RBMthread W 24.5x19F

Color

MATT BLACK

BURNISHED
MATTWHITE

GLOSSY WHITE
FROSTED STEEL

THERMOSTATIC VALVE AND ANGLE LOCKSHIELD FOR COPPER PIPE

OR MULTILAYER - G 1/2"

Code

41530400NO
41530400BN
41530400BO
41530400BL
41530400NS

System side standard RBMthread W 24.5x19F

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE

FROSTED STEEL
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VALV70

MORE COLLECTION

VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND STRAIGHT
LOCKSHIELD VALVE FOR COPPER OR MULTILAYER PIPE
+ VALV70 THERMOSTATIC HEAD

Body

Valve plug

Seals

Handwheel
Thermostatic head
Connection

Pipe connection
Operating temperature

Operating pressure

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL

Elastomer

Impact-resistant ABS

VALV70 liquid expansion valve with built-in sensor

Threaded square FUNI-EN-ISO 228 foriron pipe

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

THERMOSTATIC VALVE AND STRAIGHT LOCKSHIELD VALVE FOR COPPER PIPE

OR MULTILAYER - G 3/8"

The kit consists of:

*Thermostatic valve

¢ Liquid expansion thermostatic head

e Straight check valve
*Pair of fittings

* Adapters for copper pipe diameter12 mm, 14 mm,16 mmand

multilayer pipe 16 mm

Kitcomponents supplied in separate packages.

Code Measure
41540300NO G3/8"
41540300BN G3/8"
41540300BO G3/8"
41540300BL G3/8"
41540300NS G3/8"

Code

41540400NO
41540400BN
41540400B0O
41540400BL
41540400NS

System side standard RBM thread W 24.5x19F

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

System side standard RBM thread W 24.5x19F

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

THERMOSTATIC VALVE AND STRAIGHT LOCKSHIELD VALVE FOR COPPER PIPE
OR MULTILAYER - G 1/2"

49

VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND
CORNER ACTUATOR FOR COPPER OR MULTILAYER PIPE

DECORATIVE

- LEFT SIDE + VALV70 THERMOSTATIC HEAD

Body

Valve plug

Seals

Handwheel
Thermostatic head
Pipe connection
Operating temperature

Operating pressure

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL
Elastomer

Impact-resistant ABS

VALV70 liquid expansion valve with built-in sensor

With threaded RFS M UNI-EN-1SO 228 with PTFE pre-seal ogive

Max110°C
Max10 bar

THERMOSTATIC VALVE AND CORNER LOCKSHIELD FOR COPPER

OR MULTILAYER PIPE - LEFT SIDE - G 3/8"

The kit consists of:

*Thermostatic valve

¢ Liquid expansionthermostatic head

| eft-side cornerfitting
¢ Pair of fittings

¢ Adapters for copper pipe diameter12mm,14 mm,16 mm

and multilayer pipe 16 mm

Kitcomponents supplied in separate packages.

Code Measure
41480300NO G3/8"
41480300BN G3/8"
41480300BO G3/8"
41480300BL G3/8"
41480300NS G3/8"

System side standard RBMthread W 24.5x19F

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE

FROSTED STEEL

THERMOSTATIC VALVE AND CORNER LOCKSHIELD FOR COPPER
OR MULTILAYER PIPE - LEFT SIDE - G 1/2"

Code

41480400NO
41480400BN
41480400BO
41480400BL
41480400NS

Measure

G1/2"
G1/2"
G1/2"
G1/2"
G1/2"

System side standard RBMthread W 24.5x19F

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE

FROSTED STEEL
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VALV70

VALV70 THERMOSTATIC KIT WITH THERMOSTATIC VALVE AND

MORE COLLECTION

CORNER FITTING FOR COPPER OR MULTILAYER PIPE
- RIGHT SIDE + VALV70 THERMOSTATIC HEAD

Body
Valve plug
Seals
Handwheel

Thermostatic head
Pipe connection

Operating temperature

Operating pressure

The kit consists of:

*Thermostatic valve

¢ Liquid expansion thermostatic head

¢ Right-side corner fitting

*Pair of fittings

* Adapters for copper pipe diameter12 mm, 14 mm,16 mmand
multilayer pipe 16 mm

Kitcomponents supplied in separate packages.

TECHNICAL PARAMETERS

Brass
DOUBLE SEAL

Elastomer

Impact-resistant ABS

Max110°C

Max10 bar

VALV70 liquid expansion valve with built-in sensor

THERMOSTATIC VALVE AND CORNER LOCKSHIELD FOR COPPER
OR MULTILAYER PIPE - RIGHT SIDE - G 3/8"

Code Measure
41510300NO G3/8"
41510300BN G3/8"
41510300BO G3/8"
41510300BL G3/8"
41510300NS G3/8"

System side standard RBM thread W 24.5x19F

THERMOSTATIC VALVE AND CORNER LOCKSHIELD FOR COPPER OR MULTILAYER PIPE

- RIGHT SIDE - G 1/2"

Code Measure
41510400NO G1/2"
41510400BN G1/2"
41510400BO G1/2"
41510400BL G1/2"
41510400NS G1/2"

System side standard RBM thread W 24.5x19F

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

With threaded RFS M UNI-EN-ISO 228 with PTFE pre-seal ogive
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Code

40851800NO
40851800BN
40851800BO
40851800BL
40851800NS

Code

40852500N0
40852500BN
40852500B0
40852500BL
40852500NS

AESTHETIC PIPE COVERS AVAILABLE IN SIZES FROM @10 mm UP TO ©22 mm

AESTHETIC PIPE COVER ACCESSORIES @10 mm UP TO @16 mm

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSY WHITE
FROSTED STEEL

AESTHETIC PIPE COVER ACCESSORIES @18 mm UP TO @22 mm

Color

MATTBLACK
BURNISHED
MATTWHITE
GLOSSYWHITE
FROSTED STEEL
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MONDRIAN COLLECTION

Tl

The new accessories collection by Piero Lissoni.

Minimal accessories, seamlessly integrated into the architecture to conceal
even the smallest fixtures and eliminate any visual disturbance. The essentiality
of the graphic design defines the sophisticated proposals, carefully crafted
down to the last detail, representing the quintessential functionality, stripped

of all that is superfluous.

Exclusive design by Piero Lissoni
. Perfect architectural integration
. Versatility of use

. 4 finishes

. Invisible fixings

. Made in ltaly

A vision that finds its completion with MORE PAD HYV, the innovative invisible
electric radiant bathrobe warmer Kit.

Design by Piero Lissoni.

Piero Lissoni is an architect, designer and art director and is recognised as
one of the masters of contemporary design. For more than thirty years, he has
been developing international projects in architecture, interior, product design
and graphic design. Lissoni has received numerous awards, including the
Good Design Award, the Red Dot Award and the ADI Compasso d’Oro.

MONDRIAN COLLECTION
Click here to learn more
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https://www.morecollection.eu/en/decorative/accessories/mondrian-collection

54 MORE COLLECTION 55 DECORATIVE

MORE MONDRIAN L

WALL-MOUNTED TOWEL RAIL ACCESSORY COMPATIBLE WITH MORE PAD HV,
THE INNOVATIVE ELECTRIC AND INVISIBLE RADIANT BATHROBE WARMER KIT

40840000NO 580x1450x60 10x10 MATTBLACK
40840000BC 580x1450x60 10x10 FROSTED STEEL
40840000BN 580x1450x60 10x10 SATINGOLD
40840000CR 580x1450x60 10x10 BURNISHED

2Mondrian Hooks included
The product can supportamaximum load of 25 kg
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MORE MONDRIAN MINI

WALL-MOUNTED TOWEL RAIL ACCESSORY COMPATIBLE WITH MORE PAD HV,
THE INNOVATIVE ELECTRIC AND INVISIBLE RADIANT BATHROBE WARMER KIT

Code Dimensions (mm) Profile dimensions Color
41180000NO 400x580x60 10x10 MATTBLACK
41180000BC 400x580x60 10x10 FROSTED STEEL
41180000BN 400x580x60 10x10 SATINGOLD
41180000CR 400x580x60 10x10 BURNISHED

The product can support amaximum load of 25 kg
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MORE MONDRIAN S

WALL-MOUNTED TOWEL HOOK ACCESSORY COMPATIBLE WITH MORE PAD HV,
THE INNOVATIVE ELECTRIC AND INVISIBLE RADIANT BATHROBE WARMER KIT ?E!H TIEY

Code Dimensions (mm) Profile dimensions Color ! b i
41190000NO 10x40x37 10x5 MATTBLACK I
41190000BC 10x40x37 10x5 FROSTED STEEL : II i
41190000BN 10x40x37 10x5 SATINGOLD . ¥

41190000CR 10x40x37 10x5 BURNISHED

Packof2pieces
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MORE MONDRIAN HOOK

MORE COLLECTION

TOWEL HOOK ACCESSORY COMPATIBLE WITH MORE MONDRIAN L
AND MORE MONDRIAN MINI

Code

41920000NO
41920000BC
41920000BN
41920000CR

Packof2pieces

Dimensions (mm)

10x40x36,5
10x40x36,5
10x40x36,5
10x40x36,5

Profile dimensions

10x5
10x5
10x5

10x5

Color

MATTBLACK
FROSTED STEEL
SATINGOLD
BURNISHED
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High-performance technical
systems, designed for
seamless integration and

maximum technological
comfort. ARCHITECTURAL /
ELECTRIC SYSTEMS

MORE PAD HV
MORE PAD LV

MORE MONDRIAN KIT
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MORE PAD HV

INVISIBLE ELECTRIC RADIANT TOWEL WARMER KIT

TECHNICAL PARAMETERS

Mounting

Installation
Suitable for finishes

Overall dimensions PAD HV (WxHxD)

Heating technology

Type of heating

Front surface material

Rear insulation material

Power supply

Electrical component protection rating

Cablelength

Plug

Power consumptionat10°C (1)

Rated power consumption (2)

Steady-state temperature of the front surface (2)(3)
Max. temperature (with limited heat exchange with the environment)
Fire reaction of XPS panel

Fire reaction of front panel in Magnesium Oxide (MgO)

Certifications

Temperature control

Wall-mounted:

e surface-mounted on existing walls

e integrated for drywall or plastered walls

Fordrywall, can be integrated into both single-layer and
double-layer drywall

Vertical

Smoothing, plaster, paint, ceramic, stoneware, stone,
marble, and wood

600x1600x12,5mm
Self-modulating PTC nanotechnology
IR radiant

Magnesium oxide

Reinforced XPS

230VAC

IPX5

5m

Not applicable

375W

200W

Max50°C

65°C

ClassE, EflUNIEN13501-1;2019
Non-combustible

Electromagnetic Compatibility Directive certification
Low Voltage Directive certification

The surface temperature is self-regulating.

Forambient temperature control, the power supply can be
managed via the room temperature controller (not included)
andthe corresponding ON-OFF switch

(1) Temperature reached by the heating element enclosed between the thermal breakinsulation support and the surface finish, with the unitinstalled on anon-conductive
partition wall (drywall or masonry), with amagnesium oxide finish in contact with still airat 22°C.
(2) Temperature reached by the outer surface and power consumption, with the kit installed on a non-conductive partition wall, either drywall or masonry, withamagnesium

oxide finishin contact with still airat22°C.

Code Description Power supply

43446000 600x1600x12,5mm 230VAC

Thekit consists of:

*Pre-wired 230V AC MORE PAD heating panel

* Anchor kit for solid and perforated walls and screws for drywall metal structures
* Screwdriverinsert for limiting the tightening stroke of screws

*Mounting template

¢ Installation, use, and maintenance manual

* Heat-sensitive sheet foridentifying the heated perimeter

*Dimensions compatible with standard width of studs in drywall structures

Superslimdesign
Dimensions (mm)*:
600x1600x12,5

65 ARCHITECTURAL

MORE PAD HV raised versionand MORE MONDRIAN S accessory

MORE PAD HV
Click here to learn more


https://www.morecollection.eu/en/architectural/electric-systems/more-pad/more-pad-hv
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MORE PAD HV

INVISIBLE ELECTRIC RADIANT TOWEL WARMER KIT

Integrated MORE PAD HV and MORE MONDRIAN S accessory Integrated MORE PAD HV and MORE MONDRIAN S accessory
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MORE PAD LV

INVISIBLE ELECTRIC RADIANT SHOWER BOX HEATING KIT

TECHNICAL PARAMETERS

Background

Suitable for finishes with:

Overall dimensions (WxHxD)

Active area size (WxHxD)

Power supply

Equilibrium temperature of MORE PAD LV (1)
Equilibrium temperature of plasterboard surface (2)

Max. temperature
(with almost no heat exchange with the environment) (1)

Commercial power

Power consumption at40 °C (1)

Power consumptionat10°C

Power consumption at equilibrium temperature (2)

Thermal expansion
Maximum length of single branch power supply
Firereaction

Certifications

Applicationon masonry and plasterboard structures,
already thermally insulated and architecturally non-linear

Plaster, ceramic, stoneware, stone, marble and wood
330x2100x2,7 mm
240x2000x2,7mm
36VDC

Max39°C
Max36°C

55°C

100w

33W/m

18W

66 W

Not appreciable

With 36V DC power supply up to 7 m with the possibility
of powering multiple branches in parallel

Class E, EflTUNIEN13501-1;2019

Electromagnetic Compatibility Directive certification
Low Voltage Directive certification

(1) Temperature reached by the heating element enclosed between the thermal break insulation support and the surface finish, with the unit installed on anon-conductive
partition wall, either drywall or masonry, with a plasterboard finish in contact with still airat 22°C.

(2) Temperature reached by the outer surface and power consumption, with the kit installed on anon-conductive partition wall, either drywall or masonry, with a plasterboard
finishin contact with still airat 22°C. The assembly of the MORE PAD LV kitinvolves coupling the MORE PAD 36V DC with a plaster-bearing reinforcement mesh.

The assembly of the MORE PAD LV kit involves coupling the MORE PAD 36V DC with a plaster-bearing reinforcement mesh.
The heating element can be shaped internally without interrupting the lateral electrical conductors, to adapt to any surface or in case of interference, such as hydraulic or

electrical elements.

Thekit consists of:

* MOREPAD 36V DC strip,2mlong, pre-wired with6 m FG17 cables
* Fiberglass plaster reinforcement mesh, secured with clips,removable
« Power supplydriver

Superslimdesign
Dimensions (mm):
330x2100x2,70
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MORE PAD LV
Click here to learn more


https://www.morecollection.eu/en/architectural/electric-systems/more-pad/more-pad-lv

70 MORE COLLECTION g ARCHITECTURAL

MORE PAD LV
Shower box compositions®

Size

B A Shower Size (AxB Composition) PAD number ‘ Power* driver™

MORE PAD LV Kit
43818080 | 70-80 | 70-80 70-80x70-80 HOT | 1/2/3 walls 2 / 2 / 200 1
MORE PAD LV Kit
@ 43811011 | 80-100 | 90-110 80-100x90-110 HOT | 1/2/3 walls 3 / 3 / 300 1
MORE PAD LV Kit |[EXTRA
@ 43811211 | 80-100 | 90-110 80-100x90-110 | HOT 2 /3 walls 5 2 3 / 500 2
MORE PAD LV Kit
43811015 | 80-120 | 120-150 80-120x120-150 HOT | 1/2/3 walls 4 / 4 / 400 2
1wall
MORE PAD LV Kit |[EXTRA
43811215 | 80-120 | 120-150 80-120x120-150 | HOT 2 /3 walls 6 2 4 / 600 2
A
MORE PAD LV Kit
43811019 | 80-120 | 160-190 80-120x160-190 HOT | 1/2/3walls 5 / 5 / 500 2
MORE PAD LV Kit [EXTRA| 2
43811219 | 80-120 | 160-190 80-120x160-190 | HOT | walls 7 2 5 / 700 3
MORE PAD LV Kit
43811022 | 80-120 |200-220 80-120x200-220 HOT | 1/2/3 walls 6 / 6 / 600 2
MORE PAD LV Kit [EXTRA| 2
43811222 | 80-120 |200-220 80-120x200-220 | HOT | walls 9 2 7 / 900 3
HOT: Recommended standard configuration
2 walls
EXTRAHOT: Configuration for the most demanding users
A
3 walls

* Power guaranteed with fully compartmentalized shower enclosure
* The drawings are for illustrative purposes only. ** A 600 W version is also available; price upon request
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MORE PAD LV DRIVER

POWER SUPPLY FOR DRIVING VERY LOW VOLTAGE CURRENT MODULATING LOADS

WITH CONSTANT AND ADJUSTABLE OUTPUT VOLTAGE

Consisting of a watertight container without a cooling fan

TECHNICAL PARAMETERS MORE PAD LV ACCESSORIES - DRIVER

Dimensions (WxDxH)
Power supply weight
Power supply
Controllable rated power

Power supply electrical protection

Very low voltage circuit protection

Power supply driver consumption in stand-by

Fullload efficiency

Working environment temperature

Maximum working ambient temperature

Certifications

DRIVER 320W
SERIES 3970

252x90x43,8 mm
1,9Kg
90+305VAC
320w

IP65

SELV

e short circuit

e overload

e overvoltage

e over-temperature

0,5W

0,946

-40++60°C

Peaks at90°C
Electromagnetic Compatibility

Directive certification
Low Voltage Directive certification

600W DRIVER
SERIES 3858.A

280x144x48,5mm
3,9Kg
90+305VAC
600W

IP65

SELV

¢ short circuit

s overload

e overvoltage

e over-temperature

0,5W

0,955

-40++55°C

Peaks at90°C
Electromagnetic Compatibility

Directive certification
Low Voltage Directive certification
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Code Series
39700002 3970
38580002 3858.A

Drivers suitable for powering circuits intended for the shower area
Adjustable outputvoltage and current

ARCHITECTURAL

Controllable rated power

320W
600W

Power supply

36VDC
36VDC
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MORE MONDRIAN KIT

THE INTEGRATED WELLNESS SOLUTION COMBINING MORE PAD HV,
THE INVISIBLE ELECTRIC RADIANT BATHROBE WARMER KIT, AND ACCESSORIES
FROM THE MONDRIAN COLLECTION, DESIGNED BY PIERO LISSONI

MOREPADHV + MOREMONDRIANL

Code MOREPAD HV ) MORE MONDRIAN L
Max power consumption Color
KML-HVBL 375W MATTBLACK
KML-HVBR 375W BURNISHED
KML-HVACSA 375W FROSTED STEEL
KML-HVOR 375W SATINGOLD

MOREPAD HV + MORE MONDRIAN MINI

Code MORE PAD HV i MOREMONDRIAN MINI
Max power consumption Color
KMM-HVBL 375W MATTBLACK 5% T
KMM-HVBR 375W BURNISHED
KMM-HVACSA 375W FROSTED STEEL
KMM-HVOR 375W SATINGOLD
MOREPADHV + MOREMONDRIAN S
Code MORE PAD HV ; MOREMONDRIANS
Max power consumption Color
KMS-HVBL 375W MATTBLACK
KMS-HVBR 375W BURNISHED
KMS-HVACSA 375W FROSTED STEEL
KMSL-HVOR 375W SATINGOLD
Thekitincludes: KIT MORE PAD HV + KIT MORE PAD HV + KIT MORE PAD HV +
« MOREPAD HV, invisible electric radiant bathrobe warmer kit MORE MONDRIAN L MORE MONDRIAN MINI MORE MONDRIAN S

« Anaccessory fromthe MONDRIAN COLLECTION, choose from MONDRIAN L, MONDRIAN MINI,and MONDRIAN S Click here to learn more Click here to learn more Click here to learn more


https://www.morecollection.eu/en/product/more-mondrian-mini-kit-series-kmm
https://www.morecollection.eu/en/product/more-mondrian-l-kit-series-kml
https://www.morecollection.eu/en/product/more-mondrian-s-kit-series-kms
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technologically advanced
and with an essential design.

ESSENTIAL /
ELECTRIC SYSTEMS

MORE CRYSTAL SMART

MORE CRYSTAL CIELO SMART
MORE REFLEX

MORE REFLEX SMART

MORE VITRO SMART
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MORE CRYSTAL SMART

INFRARED (IR) RADIANT HEATING PANEL WITH SMART CONTROL,
FOR CEILING MOUNTING, ALSO COMPATIBLE WITH WALL MOUNTING

TECHNICAL PARAMETERS Code Dimensions (mm) Heating power
Heating technology Graphene nanotechnology CYS-CwW6060 595x595x50 350W
Type of heating IR radiant CYS-CW10060 1005x605x50 580W
Maximum surface temperature 95°C(*) CYS-CW12060 1195x595x50 700W
Mounting Ceilingandwall CYS-CW12075 1205x755x50 900W
Hot surface material Paintable aluminum
Surface color White RAL9003
Power supply 230VAC
Degree of protection 1P20 ACCESSORIES
Over-temperature protection Temperature limiter with manual restart
Cable length 19m : Code Color Description
Plug Angled Schuko plug : e ) NX-KPSB White Kit of feet for floor mounting of MORE CRYSTAL panels
Certifications CE NX-KPSA Silver Kit of feet for floor mounting of MORE CRYSTAL panels

Heating override switch
RFremote control for: o

e Heating ON-OFF L — "
¢ Roomtemperature setting _ﬁ T NX-KSC Suspension kit for panels. Adjustable 5-100cm
Control e Roomtemperature detection = -5&“

Wi-Fi control via app:

e Heating ON-OFF

¢ Heating ON timer settings
¢ Roomtemperature setting

*Surface temperature may vary depending onthe roomtemperature

Complete with:

« Set of brackets with protective covers for flush mounting on ceiling/wall
e Anchorkit for solid and perforated walls

« Mounting template

o Installation, use, and maintenance manual

«1RFremote control

Batteries forthe controls notincluded

Frameless panels

d

Perfect corners

N
~
o

 — )

e J
Remote management
and control

MORE CRYSTAL SMART
Click here to learn more



https://www.morecollection.eu/en/essential/electric-systems/heating-panel-more-crystal
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MORE CRYSTAL CIELO SMART

INFRARED (IR) RADIANT HEATING PANEL WITH SMART CONTROL
AND ADJUSTABLE LED LIGHT, FOR CEILING MOUNTING

TECHNICAL PARAMETERS
Heating technology Graphene nanotechnology
Type of heating Radiant IR
Maximum surface temperature 130°C (¥
Perimeter lighting LED strip, 168 LEDs/m, dimmable
LED lifespan 30,000 hours
Light colortemperature 2700 K (warm light) - 4000 K (neutral light) - 6000 K (cool light)
Mounting Ceiling-mounted
Hot surface material Ceramic-coated aluminum, paintable
Surface color White RAL9010
Power supply 230VAC
Degree of protection 1P20
Over-temperature protection Not present
Cablelength 1,9m
Plug Not present
Certifications CE

Advanced RF wall-mounted control for:
e Heating ON-OFF

¢ Roomtemperature setting

¢ Room temperature sensing

e Lighting ON-OFF

e Lightintensity dimmer

¢ Lighting color change

Wi-Ficontrol via app:

o Heating ON-OFF

o Heating ON timer settings

¢ Roomtemperature setting

Additional RF button forlighting ON-OFF (code NX-PLA)

Control

*Surface temperature may vary depending onthe roomtemperature

Complete with:

* Set of brackets with protective cover for flush ceiling mounting
¢ Fixing plug kit for solid and perforated walls

* Mounting template

¢ Installation, use, and maintenance manual

*1Advanced control unit

*1Additional LED button (NX-PLA series)

Batteries forthe controls notincluded

81

Code

CIS-L6563
CIS-L10863
CIS-112863

ACCESSORIES
Code

NX-KSC
NX-PLA

ESSENTIAL

Dimensions (mm) Heating power Lighting power
655x630x40 370W 3887Im-38W
1080x630x40 660 W 4776Im-48W
1280x630x40 800W 5189Im-52W

Description

Suspension kit for ceiling-mounted panels. Adjustable 5-100 cm
Additional LED power button
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MORE CRYSTAL
CIELO SMART
Click here to learn more


https://www.morecollection.eu/en/essential/electric-systems/heating-panel-more-crystal

82 MORE COLLECTION

MORE REFLEX

INFRARED (IR) RADIANT HEATING MIRROR

TECHNICAL PARAMETERS
Heating technology Resistive
Type of heating IR radiant
Surface temperature 75°C (%)
Mirror thickness 5-6 mm

Profile

Mounting

Orientation

Hot surface material

Power supply

Degree of protection
Over-temperature protection
Cable length

Plug

Certifications

Control

*The surface temperature may vary depending onthe ambient temperature

Complete with:

* Set of brackets with felt protection for wall mounting

*Kitof double-sided adhesive strips forinstalling alight fixture (notincluded)
* Anchor kit for solid and perforated walls

*Mounting template

¢ Installation, use, and maintenance manual

Diamond-cut glass

Wall

Reversible vertical/horizontal
Tempered glass

230VAC

IP54

Yes, with manual restart

1,9m

Not present

CE

Illuminated ON-OFF switch
Power supply can be controlled by aroomtemperature controller
(notincluded)
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Code

NX-M8060
NX-M12060

ESSENTIAL

Dimensions (mm)

600x800x35
1200x600x35

Heating power

450w
700W

MORE REFLEX
Click here to learn more
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MORE REFLEX SMART

BACKLIT INFRARED (IR) RADIANT HEATING MIRROR
WITH SMART CONTROL

TECHNICAL PARAMETERS
Heating technology Resistive
Type of heating IR radiant
Maximum surface temperature 75°C (%)
Backlight LED strip,120 LEDs/m
LED lifespan 30,000 hours

Light colortemperature
Mirrorthickness

Profile

Mounting

Orientation

Hot surface material
Power supply

Degree of protection
Over-temperature protection
Cablelength

Plug

Certifications

Control

*Surface temperature may vary depending onthe roomtemperature

Complete with:

o Wall spacer kit

* Set of brackets with felt protection for wall mounting
¢ Anchorkit for solid and perforated walls

* 2 Bluetooth speakers ontherear panel

* Mounting template

¢ Installation, use, and maintenance manual
*1RFremote control

Batteriesforthe controls notincluded

Mirror thickness 6 mm Thin rear structure
Diamond-cut profile Reinforcement and safety

2700 K (warm light)-4000 K (neutral light)- 6000 K (cool light)
5-6mm

Diamond-cut glass

Wall

Reversible (vertical/horizontal)
Temperedglass

230VAC

IP54

Yes, with manual restart

1,9m

Not present

CE

Heating override switch

RF remote control for:

e Heating ON-OFF

¢ Room temperature setting
e Roomtemperature sensing
Capacitive touch control for:
o Lighting ON-OFF

e Lightintensity dimmer

¢ Lighting color change
Wi-Fi control via app:

o Heating ON-OFF

e Heating ON timer settings
¢ Room temperature setting
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Code

RFS-RHV6080
RFS-RHV10080
RFS-RHV12060

ESSENTIAL

Dimensions (mm)

600x800x50
1000x800x50
1200x600x50

Heating power

250w
500W
500w

MORE REFLEX SMART
Click here to learn more
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MORE VITRO SMART

INFRARED RADIANT HEATER WITH SMART CONTROL
FOR WALL MOUNTING

TECHNICAL PARAMETERS Code Dimensions (mm) Heating power

Heating technology
Type of heating

Maximum surface temperature

Mounting

Hot surface material

Surface color

Profile

Power supply

Degree of protection
Over-temperature protection
Cablelength

Plug

Certifications

Graphene nanotechnology
IR radiant

130°C(*)

Wall

Temperedglass

White RAL9010
Diamond-cut glass
230VAC

IPX4

Yes, with manual restart
1,9m

Angled Schuko plug

CE

VIS-8060WH 800x612x50/110** 480W

**The 110 mm depth refers to the maximum overall dimensions with towel rack

On-board room temperature sensing
Touch control panel with display (right side):
e Power-ontimer settings
¢ Room temperature setting
Control ¢ ON-OFF switch
Wi-Ficontrolviaapp
o Heating ON-OFF
o Heating ON timer settings
¢ Room temperature setting

*Surface temperature may vary depending onthe roomtemperature

Complete with:

* Set of brackets with protection for wall mounting
* Anchorkit for solid and perforated walls

* Mounting template

¢ |nstallation, Use, and maintenance manual
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and control Click here to learn more
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RBM spa reserves the right to improve and change the products described and relevant technical data at
any moment and without prior notice. The information and images contained in this document are intended
for information purposes only, are not binding and in any case do not exempt the user from strictly following
the regulations in force and good practice standards.
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